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INSTRUCTIONS AND ADVICE FOR USE 

SET CONTENT 
Each set includes: 1 support unit, 1 milling file with 1 steel and 1 diamond surface, 1 sidewall 
plane, 2 rubber bands to hold ski stoppers in a retracted position during tuning, 1 abrasive 
pad, 1 spare polyester membrane, 1 abrasive pad and 1 protective case. 

SAEFTY INSTRUCTIONS 
·  The use of tear resistant gloves is recommended. 
·  Store out of reach of children. 
·  In order to protect bindings from filings and filin g dust it is recommended to cover 

them. (paper towel, rag or masking tape) 
·  Warning!  Newly prepared edges increase the risk of  cuts to both skin and clothing; 

take care when handling tuned skis and snowboards. 

Sharpening of the edge is performed on the side edge s only (1). 
Minor damage repair, touching up and polishing of the base edges may be done with the 
diamond file (12) or in better condition with our Tuning-Sets (sold separately). However, it is 
recommended, once yearly or in the case of major damage, that base edges should be planed 
professionally by your local sports service store using a stone or belt grinder.  

SIDEWALL  PREPARATION with the included sidewall Plane 

Prior to the first edge sharpening and occasionally during the season, the overhanging sidewall 
material must be removed. This is performed using the included sidewall Plane (2) and gives 
two advantages: 
·  Edge tuning is made easier as the file does not slip on the plastic sidewall 
·  The Diamond File does not fill with plastic filings 

Insert the two small stabilising prongs into the sl ots on the side of the Tuning File (2). 
Swing the Plane under the clamp and tighten using th e black knob (3). 
Press the device against the ski or board and plane using a pulling motion (4). 
Pressing down with the thumb on the top of the Plane  will ensure an even cutting 
action. 

The circular cutting blade positions itself automatically over the edge (5a). After several planning 
motions the blade will make contact with the steel edge and a scraping sound will be heard - the 
sidewall is then optimally planed  and ready for the tuning (5b). 
In order to remove more sidewall material or to compensate for an especially high side edge, set 
the angle adjustment slide to a higher value, for example 6°.  Generally the angle adjustment 
slide will be set between 0° and 2° (8). 

Left handed users  should unscrew the circular blade and insert it in the opposite direction in 
the Plane (6). 

On some sidewalls the circular blade will leave shavings  that remain partially attached to the 
sidewall, these shavings can be easily removed using the included abrasive pad. 

EDGE PREPARATION with the diamond surface of the File 

Inevitably the crushed parts of a damaged ski will have hardened, these may be sporadic or 
quite long and are typically found under the bindings.  They will damage  the steel surface of 
the milling File. 

Prior to sharpening with the Milling File use the Di amond File in a to and fro filing 
motion (11) to remove the hardened patches.  When t he Diamond File no longer 
catches on the surface the edge is ready to be shar pened. 

The time spent preparing the edge with the diamond file is largely compensated by the precision 
and facility of subsequent filing. 

Tip If the hardened patch is uniquely formed by  exedents on the  angle of the edge, set 
the Tuning File to 0° (8) to enable a more rapid removal with the diamond of the 
hardening in this area. 
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SHARPENING 

The ski or board is fixed with the edge to be sharpened uppermost, the bindings facing you 
and the base facing outwards.  The Foldable Workbench X-FLAT  is ideal for fixing the board 
or ski.  The X-FLAT is compact, light and efficient (7) (www.tooltonic.com)  

Using the angle adjustment slide, select the desire d tuning angle (8) and ensure visually 
that the file is in the correct cutting direction ( 9). The RACE file (LRACE) sold as part of 
the RACE Tuning-File Set (TF RACE) or as an accessory to the Standard Set (TF10) and the 
Finishing File (LFINISH) – also sold separately - feature an arrow indicating the cutting 
direction. 

Press the Tuning File firmly against the base (1) and draw towards you in a pulling motion. 
While it is important to sharpen the entire length of the ski or board, it is not necessary to do 
this in one movement for the entire edge, rub to and fro over a comfortable length loosening 
the pressure on the return movement. Note the position of the thumb (1), it sits firmly on the file 
without protruding over it, thus reducing the danger of cuts on the sharpened edge. 

To test the sharpness of the edge move the thumb across the edge at right angles , when the 
desired sharpness is reached cease filing.  Never test the sharpness by moving the thumb 
along the edge, as there is a high risk of cutting yourself on the sharpened edge. 

Tip Avoid sharpening the edge to overly acute angles as this will cause the board or ski to 
react too aggressively and the edge will blunt more quickly. Normal use 0° to 2° 
Performance use 2° to 4°.  Generally, angles of higher than 4° are used only for 
competitive use of skis or boards.  (Further information is available at 
www.tooltonic.com “Edge Tuning”) 

Tip For Lefthanders  who use the separately available Race File (LRACE) ore Finishing 
File (LFINISH), set the File at right angles in the Tuning File (10), this will avoid filings 
falling onto the base. 

Tip When using the Diamond File it is recommended to use a maximum of the file’s 
surface by regularly changing its position  in the Tuning File. 

After Mill Filing it is recommended to run over the entire edge of the ski or board (3 – 5 times) 
with the Diamond File (11) to remove any slight scoring left by the milling file.  Remember to 
change the clamped position of the Diamond File regularly. 

For regular, light sharpening  of the edge, for example between competition runs, use only 
the Diamond File or the Roto-Finish (RF400) in the Tuning File (11). 

Many skiers and boarders prefer to blunt or “break” the edge for the first ten to fifteen centimetres 
from each end.  This reduces the aggressiveness of the board or ski and is easily done using the 
included abrasive pad. 

Tip Edge Sharpening may be finished with one or two runs of the Diamond File over the 
base edge, the File must be placed flat on the base and the base edge (12). 

 However, in order to tune the base edge simply and accurately we highly 
recommend that you use our long Diamond Files in ou r File Guide. Together 
with the Tuning File your skis or board can be tune d for optimal performance. 
(www.tooltonic.com ) 

Our Roto-Finish (sold seperately) is extremely effi cient for final polishing, 
providing even sharper edges. 

 

GENERAL TIPS 

To clean the Diamond File we recommend the use of a light washing-up detergent and a 
bronze brush.  Wipe the file dry after cleaning to avoid rusting. 

While carrying the Tuning File in its protective ca se, slip the file under the Polyester 
Membrane. 
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Workbench (X-Flat)       Roto-Finish (RF400)        Tuning-Set (SET20) 


